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COLLABORATE® Versa Pro 50

組件 連接圖

喇叭輸出
麥克風輸出

產品特色

輸入：
3 channel balanced audio mic/line inputs with AEC
1 channel balanced audio line input without AEC
3.81mm orange-color Phoenix/Euroblock type male 
header, push-on mini-terminal block

線路輸出：
2 channel balanced audio line outputs, 3.81mm 
black-color Phoenix/Euroblock type male header,
push-on mini-terminal block
1 USB 3.0 Type-B
2 USB 3.0 Type-A
RJ-45, 10/100/1000Mbps, passthrough to
USB-B 3.0

HDMI 解析度：
1600 x 1200p @ 60Hz, 4:3 ratio
1920 x 1200p @ 60Hz, 16:10 ratio
2560 x 1440p @ 60Hz, 16:9 ratio

CONVERGE Huddle
麥克風指向性：心型指向性
動態範圍：80 dB, 1 kHz @ max SPL 
訊噪比：60 dBA, 1kHz @ 1Pa 
頻率響應：100 Hz - 12kHz 
靈敏度：114 mV/Pa 
元件：Fixed-charge back plate permanently 
polarized condenser
Phantom Power 需求：12-52 vdc, 2 mA typical 
阻抗值：200 Ω

吸頂式陣列麥克風

具 120° 超廣角影像視野，支援 EPTZ 。
全自動對焦，低失真鏡頭。透過超高 
SNR 可於 2D 和 3D 達到最佳雜訊抑制，
影像 SNR 高達 55dB

UNITE 50 攝影機

930-3200-050

包含：CONVERGE Huddle
UNITE 50 USB 攝影機 
吸頂式陣列麥克風 (白)
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